LIST OF MATERIALS
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N . i E,:'Sf' QY. DESCRIPTION ITEM| DET. CODE Mo.
= :
. :Ei 1 4 | Rod, Fiberglass, 3/4° x 2'-2"
1 il : 2 | 2 | Wireholder, w/§22 wood screw ar
. PR 3 | 6 [3/4" Bolt, Mochine, by req'd. length ¢
a n ! 4 | 6 | Washer, Curved, 4"sq x1,/4",13/167hole | d
5 o A 5 | 3 | Washer, Spring, 13/16" hole aw
| i gt 6 | 6 | 3/4 Locknut, WF Type ok
© | : s 7 | 3 [INSULATOR, HORIZONTIAL POST, WTH CLAMP| — [ TM—2B
®/ [ B | 1 | OHGW SUPPORT ASSEMBLY — | ™M—8B
I 9 | 1 |OHGW ASSEMBLY, TANGENT — [TM—2A
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: e NOTES:
<
* : 1‘ 1' 1. Metal shims should be used to adjust post insulator when brackets
: ; I are located on uneven pole surfaces.
: : I 2. Strength limitations of horizental post:
H | 1 a. Maximum cantilever load 2,800 Ibs.
@ Y R | - I b. Maximum tensile load 5,000 Ibs.
> I gl {Loads A ond B are simultaneous)
m 1 i
: 1 : 3. Strength limitations of overhead ground wire support assembly,
: } ll see TM—G.
1 I
< : 5 I 4. Drawing TE—2 gives guidonce to subossembly alternatives.
I ] H I 5. The following moaterials ore to be specified on the plon ond profile
i 1 11 drawings and stoking sheets: POLES, POLE GROUMNDING ASSEMBLY,
] T AND ANY ADDITIONAL GROUNDING OR FOUNDATION UMNITS.
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18 S DIMENSION A & B
1
:{-:';_*1 Nt VOLTAGE A B TRANSMISSION LINE STRUCTURE
1IF>) o
TR 11 T RS 115 kv 8'-0"| 80
L i o i 138 kv g TANGENT HORIZONTAL LINE POST
tH ate :erj (138ky MAXIMUM)
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